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30 CFR Ch. I (7–1–09 Edition) § 75.805 

(b) All such cables shall be adequate 
for the intended current and voltage. 
Splices made in such cables shall pro-
vide continuity of all components. 

[38 FR 4976, Feb. 23, 1973] 

§ 75.805 Couplers. 

[STATUTORY PROVISIONS] 

Couplers that are used with medium- 
voltage or high-voltage power circuits 
shall be of the three-phase type with a 
full metallic shell, except that the Sec-
retary may permit, under such guide-
lines as he may prescribe, no less effec-
tive couplers constructed of materials 
other than metal. Couplers shall be 
adequate for the voltage and current 
expected. All exposed metal on the me-
tallic couplers shall be grounded to the 
ground conductor in the cable. The 
coupler shall be constructed so that 
the ground check continuity conductor 
shall be broken first and the ground 
conductors shall be broken last when 
the coupler is being uncoupled. 

§ 75.806 Connection of single-phase 
loads. 

[STATUTORY PROVISIONS] 

Single-phase loads, such as trans-
former primaries, shall be connected 
phase-to-phase. 

§ 75.807 Installation of high-voltage 
transmission cables. 

[STATUTORY PROVISIONS] 

All underground high-voltage trans-
mission cables shall be installed only 
in regularly inspected air courses and 
haulageways, and shall be covered, bur-
ied, or placed so as to afford protection 
against damage, guarded where men 
regularly work or pass under them un-
less they are 61⁄2 feet or more above the 
floor or rail, securely anchored, prop-
erly insulated, and guarded at ends, 
and covered, insulated, or placed to 
prevent contact with trolley wires and 
other low-voltage circuits. 

§ 75.808 Disconnecting devices. 

[STATUTORY PROVISIONS] 

Disconnecting devices shall be in-
stalled at the beginning of branch lines 
in high-voltage circuits and equipped 

or designed in such a manner that it 
can be determined by visual observa-
tion that the circuit is deenergized 
when the switches are open. 

§ 75.809 Identification of circuit break-
ers and disconnecting switches. 

[STATUTORY PROVISIONS] 

Circuit breakers and disconnecting 
switches underground shall be marked 
for identification. 

§ 75.810 High-voltage trailing cables; 
splices. 

[STATUTORY PROVISIONS] 

In the case of high-voltage cables 
used as trailing cables, temporary 
splices shall not be used and all perma-
nent splices shall be made in accord-
ance with § 75.604. Terminations and 
splices in all other high-voltage cables 
shall be made in accordance with the 
manufacturer’s specifications. 

§ 75.811 High-voltage underground 
equipment; grounding. 

[STATUTORY PROVISIONS] 

Frames, supporting structures and 
enclosures of stationary, portable, or 
mobile underground high-voltage 
equipment and all high-voltage equip-
ment supplying power to such equip-
ment receiving power from resistance 
grounded systems shall be effectively 
grounded to the high-voltage ground. 

§ 75.812 Movement of high-voltage 
power centers and portable trans-
formers; permit. 

[STATUTORY PROVISIONS] 

Power centers and portable trans-
formers shall be deenergized before 
they are moved from one location to 
another, except that, when equipment 
powered by sources other than such 
centers or transformers is not avail-
able, the Secretary may permit such 
centers and transformers to be moved 
while energized, if he determines that 
another equivalent or greater hazard 
may otherwise be created, and if they 
are moved under the supervision of a 
qualified person, and if such centers 
and transformers are examined prior to 
such movement by such person and 
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